GALE RANCH CORPORATION YARD,
SAN RAMON, CA

SECTION 066100

ROUGH CARPENTRY

PART 1 - GENERAL

1.1

1.2

1.3

1.4

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Condi-
tions and Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes the following:

1. Wood blocking and nailers.

2. Rooftop equipment bases and support curbs.

DEFINITIONS

Rough Carpentry: Carpentry work not specified in other Sections and not exposed, unless
otherwise indicated.

DELIVERY, STORAGE, AND HANDLING

Stack lumber, plywood, and other panels; place spacers between each bundle to provide air
circulation. Provide for air circulation around stacks and under coverings.

PART 2 - PRODUCTS

2.1
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MISCELLANEOUS LUMBER

General:  Provide lumber for support or attachment of other construction, including the
following:

1. Blocking.
2. Nailers.
3, Curbs.

For items of dimension lumber size, provide No. 2 grade lumber with 19 percent maximum
moisture content and of the following species:

I. Douglas fir-larch; WCLIB or WWPA.
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PART 3 - EXECUTION
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INSTALLATION, GENERAL

Set rough carpentry to required levels and lines, with members plumb, true to line, cut, and
fitted. Fit rough carpentry to other construction; scribe and cope as needed for accurate fit.
Locate nailers, blocking, and similar supports to comply with requirements for attaching other
construction.

Do not use materials with defects that impair quality of rough carpentry or pieces that are too
small to use with minimum number of joints or optimum joint arrangement.

Securely attach rough carpentry work to substrate by anchoring and fastening as indicated,
complying with roofing manufacturers written instructions

Use common wire nails, unless otherwise indicated. Select fasteners of size that will not fully
penefrate members where opposite side will be exposed to view or will receive finish materials.
Make tight connections between members. Install fasteners without splitting wood; predrill as
required.

WOOD BLOCKING, AND NAILER INSTALLATION
Attach items to substrates to support applied loading. Recess bolts and nuts flush with surfaces,

unless otherwise indicated, Build anchor bolts into masonry during installation of masonry
work. Where possible, secure anchor bolts to formwork before concrete placement.
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